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This smart roller banner is styled on a highly
popular base profile, with a substantial anodised
silver casing it provides the perfect combination of
design with stability.

The spring loaded rail clamp system and slide
on/off applicator makes it easy to apply or change
your graphic.

features & benefits

! Stylish lightweight components

! Ideal for point of sale, retail or exhibition
environments

! Choice of 800mm or 1000mm widths

! Available in anodised silver

! Quick to assemble and easy to use

! Includes quality foam padded carry bag

Hardware Dimensions (mm):
2200 (h) x 825 (w) x 180 (d) approx.
86.61! (h) x 32.48! (w) x 7.10! approx.

Weight:
4.4kg (9.68lbs) approx
(including carry bag)

Visible Graphic Dimensions (mm):
2110 (h) x 800 or 1000 (w) approx
83.10! (h) x 31.50! or 39.37! (w) approx

Substrate:
Add 200mm (7.87!) to base of graphic to
allow for roller mechanism.
Recommended material thickness
225 - 300 Microns (8.86 - 11.81 Mils)

Included in kit:
Top rail, base, bungee pole
set and carry bag

Availability:
Anodised silver

hardware specifications graphic specifications additional info

800 or 1000mm
(31.50! or 39.37!)
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Graphic dimensions
(approx)

200mm
(7.87!)

We are continually improving and modifying our product range and reserve the right to vary the specifications without
prior notice. All dimensions and weights quoted are approximate and we accept no responsibility for variance. E&OE.
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A lightweight economy roller banner with slim base
and bungee pole making it very compact, complete
with a twist out foot for extra stability.

! Lightweight components

! Reusable spring loaded rail clamp system
for easy graphic application

! Hook/loop fastening quick change
graphic application

! Twist out stabilising foot for extra stability

! Available in anodised silver

! 800mm and 1000mm graphic widths

! Includes quality padded carry bag

800 Hardware Dimensions (mm):
2110 (h) x 830 (w) x 445 (d) approx.
83.10! (h) x 32.70! (w) x 17.52! approx.
(Depth dimension refers to twist out foot)

Weight:
2.5kg (5.5lbs) approx
(including carry bag)

Visible Graphic Dimensions (mm):
2010 (h) x 800 or 1000 (w) approx
79.14! (h) x 31.50! or 39.37! (w) approx

Substrate:
Add 200mm (7.87!) to base of graphic to
allow for roller mechanism.
Recommended material thickness
225 - 300 Microns (8.86 - 11.81 Mils)

Included in kit:
Top rail, base, bungee pole
set and carry bag

Availability:
Anodised silver

hardware specifications graphic specifications additional info

800 (31.50!) or
1000 (39.37!)
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(7.87!)

We are continually improving and modifying our product range and reserve the right to vary the specifications without
prior notice. All dimensions and weights quoted are approximate and we accept no responsibility for variance. E&OE.
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Fully magnetic, with silver anodised aluminium frame and saffron components, Evolution Xpress
is stylish and very simple to use.

Graphic Panel Sizes

features & benefits

! Self-locating hanging system with magnetic
hangers make it the simplest pop-up to
assemble

! Self-locating "smart# magnetic locking arms and
low profile mag bars

! Quality anodised aluminium finish

! Available as frame only, graphic hanging kit or
fabric panel kit

! Option for graphics to be displayed on both
sides

! All front curve / D$end panels are the same
size

! D$End graphic panels also fit the Xpress Tower

! Smaller graphic size "Midi# version available

! Available in a combination of quads from 1 x 1
desktop to 5 x 5 freestanding exhibition display

We are continually improving and modifying our product range and reserve the right to vary the specifications without
prior notice. All dimensions and weights quoted are approximate and we accept no responsibility for variance. E&OE.

1 Quad 2 Quad 3 Quad 4 Quad 5 Quad

Reg Height 776 1495 2225 2968 3710

Midi Height 647 1245 1850 2455 -

All measurements are in millimeters (mm)

*EK302XC - 3 x 3 Curved

Front Panel      Rear Panel        D-End

Reg 734* 734* 673

Midi 605* 605* 673

Reg 673 810 673

Midi 548 675 673

NB - Widths are consistent regardless of how many quads high the pop-up is.
*Straight systems allow + or - 1mm to allow for variances in floor surface.

NB - Straight systems of no more than 4 quads high are recommended.

Curved Widths Panel Heights

Straight Widths

Front Panel Rear Panel D-End
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